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LOKACIJA Alilovac 3
nalazi se oko 10.00 km sjeveroistocno

od mjesta Bosanska Krupa

Nivo prioriteta: ]

P= 14691m

Status: Projekat dat donatoru / na
tenderu

|Investitor:EU 2016

FEDERACIJA BiH

Kanton: UNSKO SANSKI
Opcina/Opstina: Bosanska Krupa
Lokalna zajednica: lvanjska

Nivo ugrozenosti zajednice: VisoKi

Nivo koristi: |

Nivo opasnosti: VISOKI
Datum projekta: 06.09.2016




OBRAZLOZENJE PROJEKTA

1. SOCIOEKONOMSKI UTICAJ

Ciscenjem predmetne lokacije ostvarili bi se sigurni uvjeti za povratak stanovnistva koji su
zivjeli na ovom prostoru prije rata 1 koji su se uglavnom bavili poljoprivredom 1 uzgojem
domacih zivotinja te vrsili eksploataciju sumskih dobara 1 kupili sumske plodove. Lokacija
se nalazi uz ivicu puta koji iz sela Glodna vodi prema drugim domacinstvima u Ivanjskoj i
saobracaj je svakodnevan.

Broj neposredno ugrozenih osoba i povremenih korisnika: 20
Broj korisnika nakon realizacije projekta: 40

2. PRIORITETIZACIJA

NIVO OPASNOSTI

vV - VISOKI Podrucje je bilo izmedu linija konfrontacije, zemljiste se ne
koristi, postoje zapisnici o minskim poljima i/ili postoji
ucesnik ili vjerodostojan svjedok miniranja i vidljivi tragovi
moguce minske opasnosti.

NIVO KORISTI: |

KRITERIJ Deminiranje poljoprivrednog zemljista, odjela suma
H.1.4 EKONOMSKI RESURSI ogrijevnog drveta i drugih prirodnih resursa neophodnih
za egzistenciju lokalnog stanovnistva u ugrozenim

KARAKTERISTIKE TERENA

Vrsta okruzenja: Seosko

Vegetacija: Pojedinacno drvece Zbunje
Vrsta tla: Zemlja Glina

Nagib: Ravno Blagi uspon Veliki uspon
Vodeni tokovi: Potok

Tvrdoca tla: Mekano Mocvarno

Fizicke prepreke:

Manji problem moze predstavljati mocvarno tlo pa operacije ciscenja treba planirati za ljetni period kada
je vodostaj potoka Gladina nizi a zemlja suha.

PRIJEDLOG OPERACIJA | MOGUCIH METODA RADA

Metoda rada: Manuelno
Dubina uklanjanja MES-a: Standardna
Mogucnost spaljivanja: Ne

Postojanje fortifikacijskih objekata: Ne
Broj kuca:
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Fotografisano sa tacke: Y 5 595 185.19, X 4 985 399.55, pod uglom
od 110°, a pravac fotografisanja je na skici reizvidjanja oznacen
plavom strelicom.
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Location: Alilovac 3

Is situated approx. 10.00 km northeast
Bosanska Krupa

Mine Clearance

Project

FEDERACIJA BiH
Canton: UNSKO SANSKI

Municipality: Bosanska Krupa
Level of priority: .
P Y :I Local community: Ivanjska

14691 n"lz Level of Impact in community: High
A_ Level of Use: |
Status: Project givento a Threat Level- HIGH
donor/tender
Project date: 06.09.2016

Investor:EU 2016

This project is authorised by BHMAC and prepared in accordance with Bosnia-Herzegovina Mine Action Plan - Page 1



PROJECT DESCRPITION

1. SOCIOECONOMIC IMPACT:

Clearance of location would create conditions for safe return of population who lived there
before the war and mostly were engaged in agriculture and cattle breeding and also
exploited forest and picked forest fruits. The location is near the road which leads from the
village Glodna towards other households in Ivanjska.

Number of directly impacted persons and occasional users: 20
Number of users after project implementation: 40

2. PRIORITISATION:

THREAT LEVEL

H - HIGH Area was between confrontation lines; area is disused; there
are minefield records and/or participant or witness of mining
and visible traces of possible mine risk

LEVEL OF USE: |

CRITERIA Demining of agricultural land, parts of forests with firewood
H.1.4 - ECONOMIC and other natural resources necessary for the livelihood of
RESOURCES local population in impacted communities

FIELD CHARACTERISTICS

Type of environment: Rural

Vegetation: Wooded sparse , Bushes
Soil type: Clay , Soil

Slope: Flat , Mild , Steep

Water currents: Creek

Soil hardness: Swamp , Soft

PHYSICAL OBSTACLES:

Small problem could represent swamp soil and operations of clearance should be planned in
summer period when water level of stream Gladina is smaller and soil is dry.

PROPOSAL FOR OPERATIONS AND POSSIBLE WORK METHODS

Work methods: MANUAL
Depth of EOD removal: Standard
Possibility of burning: No
Presence of fortification facilities: No

Number of houses:

This project is authorised by BHMAC and prepared in accordance with Bosnia-Herzegovina Mine Action Plan - Page 2



PHOTOGRAPHY OF PROPOSED PROJECT
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Photo taken from the point Y 5 595 185.19, X 4 985 399.55 under

the angle of 110 degrees, direction marked on the map with blue
arrow.

This project is authorised by BHMAC and prepared in accordance with Bosnia-Herzegovina Mine Action Plan - Page 3
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This project is authorised by BHMAC and created according to the Bosnia and Herzegovina Mine Acition Plan
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